TOWN OF WEST WINDSOR

ORDINANCE PERTAINING TO DFEVELOPMENT ROADS AND IMPROVEMENTS TO

CLASS IV _HIGHWAYS

PURPOSE

The purpose of this ordinance is to adopt uniform standards
for the development of roads intended for ownership and
maintenance by the Town of West Windsor (Town), or for the
improvement of Class IV Highways.

APPLICATION

A person or persons desiring to have a road taken over and
permanently maintained by the Town shall apply in writing to the
Selectboard. The Selectboard shall respond to an application
within sixty (60) days of its receipt. Applications will not be
accepted after October 1 of each year nor before April 1 of the
following year.

FEES

A fee of $25.00 shall accompany each application to cover
administrative costs. The applicant shall also be responsible
for all associated recording fees if final acceptance is granted.

INSPECTION

The Selectboard will examine the premises within the response
period at which time they may request engineering plans, profiles
and specifications showing that the Standards adopted herein will
be met. Construction of the road prior to application will not
relieve the applicant of the obligation to meet the Standards set
forth. .

STANDARDS

The most recent version of the Vermont Department of Highways
Standard A-76 for Development Roads is adopted as part of this
ordinance.

ADDITIONAIL_CRITERIA

1. The right-of-way to be granted to the’Town by warranty
deed and survey shall be at least 50 feet in width. Cul-de~sacs
a-minimum of 100 feet in diameter shall be required for any dead
end roads unless a design to provide an alternative turn around
is approved by the Selectboard in -consultation with the Town
Highway and Fire Departments. Additional slope and drainage
rights may be required by the Selectboard.

2. Where roads intersect, they shall do so at an angle of 90
degrees for a distance of 50 feet from the edge of the road being
intersected.

3. Culverts shall be a minimum of 18 inches in diameter and
be constructed of asphalt coated, 16 gauge corrugated galvanized
steel. Culverts shall be sized and constructed with headwalls to
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carry the 100 year flood event.

4. The Selectboard may require that additi9nal work be done
in preparation for town maintenance of a road, including brush
cutting, tree removal, blasting and any other work deemed

necessary.

WAIVERS

Waivers to the Standards and/or Additional Criteria will be
considered only where site conditions prevent compliance, or
where the Board deems the Standards/Additional Criteria
inappropriate. All waivers are to be granted/declined on a case

by case basis.

SURVEY MAP

A survey map of the road and road right-of-way shall be
submitted to the Town before acceptance of the road. The map
shall be 18" X 24" in size and shall be suitable for recording.

INITI. CC C

When the road has been completed, inspected, and shown to
neet the criteria established by the Selectboard, the Town will
begin normal maintenance of the road for a period of twelve (12) -
months. If defects of deficiencies are discovered during the
initial acceptance period, they will be responsibility of the
applicant to correct.

FIN CC CE

After twelve (12) months of maintenance, if no serious

defects or deficiencies have been noted, the deed and survey map
will be recorded and the road will become a town highway.

Revised and adopted August 12, 1996
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